Bridge Pointe

Existing Retaining Wall - Between Parking Lot / Pool Deck
5 Year Planning Considerations

April 19, 2016



BP HOA Retaining Wall —

“Existing” Condition

e Wall is approx. 750 - 800 sq. ft. of mortared stone [max
ht. 5.5’ tall]

e Approximately 30 years in Age

* Wall shows ‘NO observable’ signs of creep, rotation,
etc.

 Rock material observed to be “poor” condition
[numerous stone fissures / cracks]

 Immediate Repairs NEEDED — Grout/mortar fill 3-4
areas of disintegrated rock / mortar ASAP

e “Long Term” Repairs— Removal / Replacement should
be considered



5P HOA  Retaining Wall — “existing
Condition

 Mortared Stone - Rock material observed to be
“poor” condition [numerous stone fissures / cracks]




5P HOA  Retaining Wall — “existing
Condition

e Mortared Stone - Rock material observed to be
“poor” condition [numerous stone fissures / cracks]
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BP HOA Retaining Wall - Proposed

“VersalLok”[keystone type wall for consideration]
http://www.versa-lok.com/about-us



http://www.versa-lok.com/about-us

BP HOA Retaining Wall
Estimate

A Handyman & A Greenthumb

Jeff Watkins

30893 W 152nd Street

Excelsior Springs, MO 64024
www.handymanandagreenthumb.com
(816) 935-0380
Thelawnboyjw@aol.com

Estimate EST0256
TOTAL $41,200.00 [March 2016 SS]



mailto:Thelawnboyjw@aol.com

Retaining Wall Estimate
Estimate ESTO256

Retaining Wall Replacement

Labor and materials include complete removal and
disposal

of existing wall, 5 ft of parking lot behind wall,
construction

of new wall consisting of Versalok block being set on a
bed

of compacted crushed gravel, perforated drain tile laid
behind wall, covered with compacted clean gravel, and 3
layers of Geo-grid. Approximately 730 face ft.
$35,200.00



Retaining Wall Estimate
Estimate EST0256

Fence

Includes removing and reinstalling existing fence.
Fence

posts will be set in mixed concrete.
$3,000.00



Retaining Wall Estimate
Estimate ESTO256

Concrete / Parking Area Apron

Replacing concrete that was removed from retaining
wall

construction, approximately 5 ft by the length of the
wall

(720 sq ft)
$3,000.00



Retaining Wall Estimate
Estimate ESTO0256

Wall Removal / Replacement
$35,200.00

Exist. Fence Removal / Replacement
$3,000.00

Pavement Removal / Replacement w / Concrete [approx. 5]

$3,000.00

$41,200.00

Annual Multiplier == WAG 5%-10%

$44,290.00

$47,611.75

$51,182.63

$55,021.33

Say 7.5%

LS

LS

LS

[1.075]

$35,200.00

$3,000.00

$3,000.00

[2016 $9]

[2017 $$]

[2018 $$]

[2019 $$]

[2020 $$]



Frequently Asked Questions When Building a Retaining

Wall
http://www.paversearch.com/build-retaining-wall-

fags.htm

Q. How Tall Can | Build a Retaining Wall?

A. The height of the Retaining Wall depends on the conditions of the
site where it is to be built. Things that should be considered are; soil
grading, state of the soil, slope of the site, groundwater, and the
presence of surcharge loads [parking, vehicles, etc]. BP HOA = approx.
5.5’ ht. at grade.

Q. What is the Lifespan of a Retaining Wall?

A. For a permanent wall stricture the general lifespan is said to be
between 50 and 100 years. This does however depend on the conditions
of the soil and groundwater of your site. [Realistically 30 — 50 years
ASSUMED — IF MAINTAINED].

Q. Should I Install a Drain Behind the Wall?

A. It is recommended that a drainage system always be installed behind
a wall structure [perforated drain pipe with CLEAN rock backfill typical].
This enables the water to flow away from the wall, so that it maintains
its strength.



http://www.paversearch.com/build-retaining-wall-faqs.htm

BP HOA Retaining Wall —
“Existing” Condition

DISCLAIMER -

This Presentation is based on the “Existing” visible condition of the stone wall / structure at the time
and date of the inspection. Not all conditions may be visible / apparent on the inspection date due
to weather conditions, etc. Inspector is neither responsible nor liable for the non-discovery of any
patent or latent defects in materials, workmanship, or other conditions of the stone wall / structure,
or any other problems which may occur or may become evident after the inspection time and date.
Inspector is neither an insurer nor guarantor against defects in the stone wall / structure and
improvements, systems or components inspected. Inspector makes no warranty, express or implied,
as to the fitness for use or condition of the systems or components inspected. This presentation is
for the sole use of the BP HOA Board ONLY.

Presented April 19, 2016
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